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ASTRONOMICAL TIMER INSTRUCTIONS 

1. Press and hold the "On/Off" button on the timer keypad. Locate the small depressed "Reset" button directly 

below the "OK" button. Use a paperclip or the tip of a ballpoint pen to press and hold the "Reset" button for 

three seconds, then release. Release the "On/Off" button; the timer is now reset to factory settings. 

2. Depress the "Mode" button on the keypad repeatedly until "Clock" appears on the digital display then press 

"OK." Turn the "Selector" knob until the hours digits reflect the desired value then press "OK." The minutes 

digits will begin to flash. Turn the "Selector" knob until the desired minutes value is shown and press "OK." 

"Month," "Date" and "Year" will appear on the display. 

3. Turn the "Selector" knob until the "Year" indicator shows the current year then press "OK." Use the same 

process to set the month and date for your Intermatic timer. 

4. Rotate the "Selector" knob to select "Auto" when the "Daysav" and "Auto" messages appear on the display 

screen then press "OK." The Daylight Savings Time starting month and week will show on the display. 

Press "OK" if the starting month and week are correct; otherwise, use the "Selector" knob to change the 

month and week, pressing "OK" to confirm each change. 

5. Set the location for your timer when "Loc" appears on the display; this step must be completed in order for 

the timer's Astronomic feature to function correctly. Turn the "Selector" knob until your state is shown on 

the digital display then press "OK." Use the same process to set the country and time zone for your timer; 

press "OK" to save each change. 

6. Adjust the calculated sunrise time for your timer when "Dawn" appears on the display. Press "OK" to select 

the calculated time or turn the "Selector" knob until the desired time is shown then press "OK." Use the 

same process to set the sunset time when "Dusk" appears on the digital display. 

7. Press the "Mode" button until "Man" appears on the display screen. Press the "Prog" button to view the first 

event screen. Press the "Prog" button a second time to program a new "On" event for your timer. Turn the 

"Selector" knob until the desired "On" option is shown; choose "On" to set a custom time to turn on, 

"On/Dusk" to program the device to turn on at sunset or "On/Dawn" to set the device to turn on at sunrise. 

Press "Prog" and turn the "Selector" knob until the desired day or group of days is displayed; press "Prog" 

again to make your selection. Use the "Selector" knob and "OK" button to set the custom "On" time for your 

event if applicable. Press "Prog" to save the event "On" time. 

8. Set an "Off" time for the event you programmed in Step 7. Press the "Prog" button. Turn the "Selector" knob 

to choose the desired "Off" setting; select "Off" to set a custom time to turn off, "Off/Dusk" to program the 

event to turn off at sunset or "Off/Dawn" to set the event to turn off at sunrise. Press "Prog" and turn the 

"Selector" knob until the desired day or group of days is displayed. Press the "Prog" button again. Use the 

"Selector" knob and "OK" button to set a custom "Off" time for your event if applicable. Press "Prog" to 

save the event "Off" time. 
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